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1> DOORS SHALL BE ROLLING STEEL MODEL DURASHUTTER “STANDARD"
(COUNTER SHUTTER) AS MANUFACTURED BY RAYNOR GARAGE DOORS.

2) GUIDES— SHALL BE 13 GA GALVANIZED STEEL WITH REMOVABLE BELL—
MOUTH CURTAIN STOPS

3> ?ARREL— STRUCTURAL STEEL PIPE, MINIMUM 4—1 /2M(114-.3mm 0.D.X.120"
3.0mm) WALL THICKNESS AND DESIGNED_TQ LIM AXIMUM DEFLECTION,
UNDER LOAD, TO .03"(0.76mm) PER FOOT OF S

4) SPRING COUNTERBALANCE— THE CURTAIN SHALL BE COUNTEREALANCED BY
MEANS OF DIL TEMPERED HELIGAL TORSION SF‘RINGS GREA E—
AND SINGLE NUQUS_STEEL TORSION AFT SPRINGS
SHALL BE COMPRESSION SPRING DESIGN TO FACILITATE ANY COUNTER—
BALANCE MAINTENANCE. CAST IRON SPRING ANCHORS SHALL TRANSFER
FULL SPRING LOADING TO THE BARREL

BRACKETS— 10 GAUGE GALVANIZED STEEL WITH FLANGED MOUNTING SUR-—
FACE FOR HOOD ATTACHMENT, INSIDE SURFACE SHALL BE _FLUSH WITH
GUIDE GROOVE. DRIVE SIDE BRACKET SHALL WITH A SEALED
BALL BEARING FOR CONTINUED PERFORMANCE

5

6) CURTAIN— SHALL BE INTERLOCKING SLATS, 22 GA., ROLLFORMED FROM
COMMERCIAL QUALITY HOT DIPPED GALVAI\IIZED (G 90 STEEL PER ASTM
A— FIN ED IMETPAINT APPLIED

ARING GUIDI
SHALL BE TUBULAR SHAPED TO REINFORCE THE CURTAIN "WITH FOAM

RUBBER ASTRAGAL FOR SILL PROTEC

(ﬁ) 7> HOOD & SIDE COVERS— SHALL BE 24 GAUGE COMMERCIAL QUALITY HOT DIP—

PED GALVANIZED STEEL. HOOD TO HAVE ROLLED EDGES TO PROVIDE RIGIDITY.

8) LOCK— OPERABLE FROM INTERIOR AND EXTERIOR.

3"
76 MM

= 4 7/8" 9 LOCKING— FIVE PIN TUMBLER 'CYLINDER WITH LOCK BARS TO ENGAGE THE
124 MM UIDE. QUANTITY REQUIRED— 2.

10)CRANK— BEVEL GEAR AND SHAFT ASSEMBLY DRIVEN BY AWNING CRANK

WITH REMOVABLE CRANK HAND

"ELEVATION”

N

COUNTER TOP
BY OTHERS
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ARCHITECTURAL NOTES

RAYNOR NEITHER WARRANTS NOR IMPLIES ANY DURABILITY OF PRIMED
OR FINISH COATINGS ON OUR ROLLING PRODUCTS. IT IS THE INHERENT
NATURE OF A ROLLING PRODUCT TO CREATE WEAR ON THE CONTACTING
SURFACES AS THE CURTAIN COILS AND UNCOILS ABOUT ITSELF. THIS
WEAR IS EXPECTED AND IS ACCELERATED BY THE ENVIROMENT IN WHICH
THE PRODUCT IS USED AND THE FREQUENCY OF USE, WHETHER MANUAL
OR MOTOR OPERATED. RAYNOR CONSISTENTLY USES HIGH QUALITY
COATINGS AND OTHER METHODS TO HELP REDUCE THIS INEVITABLE WEAR
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